
Compax3 Family

Compax3M
Servo Drive Systems

Specifications of Multi-axis systems



Compax3 Family
Compax3M Specs

DC Bus VoltageCurrent** (Arms)

I cont I peak
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325 – 679 VDC**

Compax3M device

M050D6

M010D6

M150D6

M300D6

AC supply module

C3MP10D6

C3MP20D6

10

20 40

20
3 * 240/480VAC

P cont P peak

Output power (kW) AC Voltage

**Current shown for 480VAC (679VDC bus) supply.  Check manual for other voltages

AC Mains Connection
10kW supply with three M150D6 axis units = 7.87”

Control Voltage 24VDC for C3MP / C3M Motor Holding Brake Output



Compax3 Family
Compax3M Specs

Output Data @ 480VAC – C3 Mxxx Output Data @ 240/400VAC – C3 Mxxx

Current Output at Different Frequencies
480VAC

Current Output at Different Frequencies
240/400VAC

Braking Operation of C3MxxxD6



Compax3 Family
Compax3M Specs

Breaking Resistors for C3MPxxD6 Resolution of Motor Position

Size and Weight of C3MP / C3M

Environmental Conditions – C3MP / C3M Cooling – C3MP / C3M

EMC Limit Values – C3MP / C3M
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